
Z38 Gen. 1.1

Specifications

Lamp base: E26
Diameter:  ø 4.72”  
Construction: Aluminum body / 
Heat Sink
Reflector: vacuum

LED source: CREE Inc.
LED rated wattage: 14 watts
LED operating wattage: 14 watts
LED amperage: 320mA
LED operating voltage: 3.5V
LED input voltage: 85-240 V AC
LED illuminance: 630 lm
LED light angle: 25º and 40º
Color temperature: 
5300k~6000k
Lumen maintainance: 
70% at 30,000 hours
Housing operating temp.: <40ºC
Net Weight: 480g 
Listing: CE & RoHS

A. 4.72”
B. 4.76”

The SuperLux Premium is a versatile LED lamp that allows you to enjoy an extremely long life of 30,000 hours while using up to 80% LESS 

energy than traditional bulbs.  The SuperLux Premium’s LED array of nine Cree XR-E diodes is available in either a neutral 5000K or a cool 

6000K white light covered with a specially coated high efficiency lens designed to reduce glare while optimizing light performance.  You 

will be amazed by what it does to your merchandise.

The built-in LED driver allows the SuperLux Premium to be installed in a standard socket using regular line voltage with no need for an 

external transformer or ballast.  Available in 25 or 40 degree beam angles, the SuperLux Premium works well  with our optional track 

fixtures shown below and in six inch recess cans and is covered by our Three Year Worry-Free warranty.    Attract more customers, lower 

your electric bills, and enjoy a long life with the SuperLux Premium!
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